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Hardware Options for Pole Mounting 

TC-400 Battery Power Mounting Bracket  

(For use with the TC-400 battery power model only) 
 

The TC-400 battery power mounting bracket allows the 

TC-400 to be strapped, banded, bolted or pipe clamped 

to almost any size or style of pole.  

➢ 12.75"H x 4.5"W x 2.9”D stainless steel pole mount 

bracket 

➢ Includes hardware for  

mounting to ‘U’ channel  

or 2" x 2" square post  

TC-400 AC Power Mounting Bracket  

(For use with TC-400 AC model ) 
 

➢ For use in mounting radar speed sign on any pole  

using bolts or customer supplied banding  

➢ Allows 8 degree forward and back tilt 

➢ Includes pole mount bracket only  

➢ Front bracket is built into the sign housing 

Universal Pivot Mounting Bracket 
 

➢ For use in mounting radar speed signs on any pole  

using bolts or customer supplied banding  

➢ Allows 8 degree forward and back tilt 

➢ TC-600 model bracket includes front and back bracket 

➢ TC-800 | TC-1100 models include pole mount bracket  

only | Front bracket is built into the sign housing   

Unistrut Stainless Steel Bracket Mounting Set   

(For use w/ TC-500 and TC-1000 models | SPECIAL ORDER for use with TC-600) 

 

For use in mounting radar speed signs on a round supported pole in the  

following sizes: 

2.5"   fits 2.25" to 2.5" OD poles          

3.0"   fits 2.875" to 3" OD poles            

3.5"   fits 3.375" to 3.5" OD poles        

4.0"   fits 3.875" to 4" OD poles 

4.5”   fits 4.25" to 4.5" OD poles 

6.0”   fits 6" to 6.5" OD poles 

8.0”   fits 8" to 8.5" OD poles 
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